Post Construction
Soil Quality Restoration (SQR)
Best Management Practice

Buyers expect functional soil as part of constructing a new home. This means
compacted clay should be amended to create an eight inch healthy soil
profile prior to sodding or seeding.

The lowa Stormwater Management Manual defines healthy
' I AR soil as one with a minimum of 3% organic matter; weighs no
CORRECTIVE ACTION EXPECTED more than 2,160 lbs. per cubic yard (80 lbs. per cubic foot) and

Compacted clay should be amended . S o
Lo e o S, infiltrates at least 1” of rain per hour.

Of the eight SQR methods outlined in the lowa Stormwater Management Manual, Methods 4 - 7
are viable for a typical construction site. Steps involved are: reduce compaction through tillage;
re-spread healthy topsoil (see ISWMM specifications) and post till as required.

3 f—m- Re-spread stockpiled topsoil meeting healthy soil Method 4
m speC|ﬁcat|on for stormwater management . " Till: 4" depth
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Till: as required

Method 5*

Till: 1- 4" depth

e : .| Spread: 4-7"depth

Tilling is required to break £ , < o 0. | Till: minimum 4" depth
up compaction and allow e P ;
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the ground below,

Method 6

Till: 6" depth

Spread*: 2" depth
(topsoil/ compost blend)

Till: as required

- *Minimize compaction
All steps, when done together, ensure yards
infiltrate more and shed less stormwater runoff. Method 7

—Till: as required
lowaStormwater.Org . Spread: 2"qdepth

Developed for ISWEP MS4 Members to inform developers _ (c.ompOSted Orgar,"'c matter)
and builders of their regulatory duties and responsibilities 01 a5 Till: 8 depth
associated with canstruction site runoff contrel.
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Stormwater Pollution Prevention Plan

Topsoil stockpile vegetated and ‘ ‘ Vegetation preserved if possible;

protected with silt fence, o remaining areas

City of Cedar Falls '
Typical Residential i
CSR/SWPPP Site Plan
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Silt fence installed in strategic ‘ Constructionentranca | 'ex

locations around perimeter. stabilized with a rock
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Inlet prolection required to Washout area designated and
capture sediment prepared for sub-contractors

Dumpster covered - L - - 3 Sign posted with

to prevernt litte Ry = oy - contact information



