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Sioux City Wastewater Treatment Plant 

3100 S. Lewis Blvd. 

Sioux City, IA 51106 

(712) 279-6987 

 

 

Date: _______________ 

Facility Name:             

Address:         City/Zip:      

Facility Contact Name and Title:           

Phone:      Email:         

Contact Address (If different):           

Plumbing Contractor:            

Completed By:_________________________________________________________________ 

*Must be completed by a Licensed Plumber/Professional Engineer with Facility Contact assistance.  

 

Type of Food Service Establishment (FSE): 

 Full-Service Restaurant 

 Partial Service Kitchen 

 Single Service Kitchen 

 School/Daycare 

 Assisted Living/Nursing Facility 

 Grocery 

 Church 

 Other: _____________________________________ 
* This area does not factor into GCM size, it only allows City Staff to understand your facilities process. 

 

Grease protection is an essential element for any facility that serves food to the public. Grease control 

mechanisms (GCM) are installed on “gray” water drain lines and are designed to remove fats, oils and grease 

(FOG) from wastewater. The retained FOG should be regularly removed or pumped out of the GCM to 

maintain functionality, performance, and compliance. Please refer to City Code Chapter 13.14 for all FOG 

requirements.  

 

All fixtures with the potential to carry grease-bearing wastewater or solids shall be plumbed to the GCM. Do 

not purchase or install a grease control mechanism without receiving approval from the City of Sioux 

City Pretreatment Staff first. Purchasing a GCM prior to approval exposes the purchaser to risk of 

rejection and replacement costs.  
 

Grease traps (or hydromechanical grease interceptors) less than 20 gallons per minute (minimum flow rate) 

will not be approved for installation. Grease Interceptors must not be less than 500 gallons. 

 

Plumbing plans, kitchen fixtures, equipment lists, and facility size shall be finalized prior to a grease control 

mechanism sizing to ensure all variables are accurate and will not change. Please see the checklist at the 

bottom of this sizing proposal for the required documents.  
 

Disclaimer: If it is found that alterations have been made to the final plans after submitting them to the Utilities Director, this 

approved size is considered null, and void and a new sizing proposal must be completed & approved prior to installation. If 

the approved GCM is not purchased or installed within 8 months of the approval date on this document, this sizing proposal 

is considered null and void and updated plans must be verified. A new sizing proposal shall be completed if changes have 

been made

Grease Control Mechanism Sizing Proposal 
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Proposed installation size is as follows (insert from the calculator found by scanning the above QR code):  

________________________________________________ 

 

The following must be submitted for an official sizing request: 

 Completed Grease Interceptor Sizing Proposal 

 Current Kitchen plumbing blueprint 

 Current Kitchen equipment list 

 FSE site plan showing seating capacity OR square feet/occupancy 

 Verification of current Grease Interceptor size by a professional engineer or licensed plumber (if 

applicable)  

 

Final Approved GCM Size: ___________________________________________________________ 

 

 

Signature of Approval: ___________________________  Date: _____________________________ 

Submit required documents to: 

Utilities Director, WWTP FOG Program  

(712) 279-6191 (fax) or FOG@sioux-city.org 

 

 

 

 

mailto:FOG@sioux-city.org

